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CONSTRUCTION DETAILS

{A) [INSTALL 40-FOOT TEMPORARY CLASS 2 WOOD POLE AND BACK GUY, 3/8-INCH DIAMETER STEEL
SPAN WIRE, 1/4-INCH DIAMETER STEEL TETHER WIRE. SIGNAL HEADS, 20 FOOT LIGHTING ARM:
250 WATT HIGH PRESSURE SODIUM LAMP AND LUMINAIRE WITH PHOTOCELL.

INSTALL 40-FOOT TEMPORARY CLASS 2 WOOD POLE AND BACK GUYS, 3-INCH WEATHERHEAD.
3-INCH PVC SCHEDULE 80 ELECTRICAL CONDUIT (RISER) FROM CABINET TO TOP OF POLE.
3-INCH PVC SCHEDULE 80 ELECTRICAL CONDUIT (RISER) FROM CABINET TO BOTTOM OF POLE.,
EIGHT PHASE (FULLY ACTUATED) CONTROLLER AND CABINET-POLE MOUNT WITH NON-FUSED
DISCONNECT SWITCH. 3/8-INCH DIAMETER STEEL SPAN WIRE. 1/4-INCH DIAMETER STEEL
TETHER WIRE AND SIGNAL HEADS.

(C) INSTALL 40-FOOT TEMPORARY CLASS 2 WOOD POLE AND BACK GUY, 3-INCH WEATHERHEAD,
3-INCH PVC SCHEDULE 80 ELECTRICAL CONDUIT (RISER) TO 30 FEET. 3/8-INCH DIAMETER
STEEL SPAN WIRE, 1/4-INCH DIAMETER STEEL TETHER WIRE. VIDEO TRAFFIC DETECTION
CAMERA, SIGNAL HEADS. 20 FOOT LIGHTING ARM» 250 WATT HIGH PRESSURE SODIUM LAMP
AND LUMINAIRE WITH PHOTOCELL.

(> INSTALL ELECTRICAL HANDHOLE.

© INSTALL 3-INCH SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED.
(F> [INSTALL MICRO-LOOP PROBE SET.

INSTALL 1-INCH LIQUID TIGHT FLEXIBLE NON-METALLIC CONDUIT
FOR DETECTOR SLEEVE.
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UTILITY LEGEND

GAS MAIN

WATER MAIN
SEWER MAIN
ELECTRIC CABLES
AERIAL CABLES
TELEPHONE CABLES
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FUTURE GEOMETRICS

INSTALL 3-INCH SCHEDULE 80 RIGID PVC CONDUIT - BORED.

USE EXISTING METERED SERVICE PEDESTAL 200 AWPS INSTALLED BY OTHERS FOR PONER SERVICE FEED.™_

PROPOSED POWER SERVICE FEED. PEPCO SPLICE BOX INSTALLED BY OTHERS IN PREVIOUS PHASE.

INSTALL 24-INCH HEAT APPLIED WHITE PERMANENT PREFORMED
THERMOPLASTIC PAVEMENT MARKING FOR STOPLINE.

USE EXISTING ELECTRICAL CONDUIT INSTALLED FOR POWER SERVICE BY OTHERS.

USE EXISTING ELECTRICAL MANHOLE INSTALLED FOR POMER SERVICE BY OTHERS. . — - < )~
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NEMA PHA> [NG PHASING NOTES:

) 1) PHASE ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2)  PHASE ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.
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" INSTALL ONE (1) HANDHOLE | /=
WITHIN PLAN BREAK, MAINTAIN™
200 FOOT SPACING BETWEEN HANDHOLES.
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GENERAL NOTES:

1) ALL UNDERGROUND UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC AND ARE NOT TO BE
CONSIDERED COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING ALL UTILITY
COMPANIES PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE FIELD LOCATED. IF THE
CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND TRAFFIC SIGNAL EQUIPMENT
WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY.

2) PAVEMENT MARKINGS DETAILED ARE TO BE INSTALLED BY THE CONTRACTOR IN ACCORDANCE WITH
MDSHA STANDARDS.

3} ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB

GRADE FOR CLOSED SECTIONS. HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS. TO MEET
CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, MD 818.04. THE CONTRACTOR
SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
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INSTALL 4-INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED AND CONNECT TO THE
EXISTING CONDUIT STUB-OUT INSTALLED FOR POWER SERVICE IN PREVIOUS PHASE.

INSTALL ELECTRICAL MANHOLE.
INSTALL GROUND MOUNTED SIGN.

ENGINEERS

PrANNERS

SCIENTISTS

CONSTRUCTION MANAGERS

TECHNOLOGIES

10 NORTH PARK DRIVE

HUNT VALLEY, MARYLAND

210301888
(410) 316-7800
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ASS5T. CHIEF TRAFFIC ENGINEERING

A N TEMPORARY TRAFFIC SIGNAL PLAN (STAGE IB-IID)

MD 210 INDIAN HEAD HIGHWAY AT SB 1-85/1-495 OFF RAMP (RAMP O)
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